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DVGW type examination certificate

DVGW-Baumusterpriifzertifikat DV-7411A02008
Registration Number
Registriernummer

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

Date of Expiry / File No.
Ablaufdatum / Aktenzeichen

17.07.2019 LEA-1/2 7 ,/V]" //

products of gas and water supply
Produkte der Gas- und Wasserversorgung

IBP ATCOSA S.L.
Apartado de Correos Nr. 16, E-14080 Cordoba

IBP GmbH
Theodor-Heuss-Stralle 18, D-35440 Linden

capillary soldering and reduction fittings : copper tube capillary soldering
fitting (7411)

copper tube capillary soldering fitting

>B< - Loffittings in den Abmessungen 12 bis 54 mm

laboratory control test: 12 0005150 from 15.08.2018 (MPM)
mechanical test: MPH 20130151 from 14.11.2013 (GCR)
mechanical test: 12 0002986 from 20.11.2018 (MPM)
mechanical test: 12 0001970 from 02.06.2004 (MPM)

DVGW GW 8-(P) (01.03.2014)

12.07.2024 / 19-0404-WNV

DVGW CERT GmbH
Zertifizierungsstelle

Date, Issued by, Sheet, Head of Certification Body |,
Datum, Bearbeiter, Blatt, Leiter der Zediﬁzierungs?!effe

DVGW CERT GmbH is an accredited body by DAkkS according to DIN EN
ISO/IEC 17065:2013 for certification of products for energy and water supply

industry.

DVGW CERT GmbH ist von der DAkkS nach DIN EN ISO/EC 17065:2013

Josef-Wirmer-Str. 1-3
53123 Bonn

Tel. +49228 9188 - 888
Fax +49 228 91 88 - 993

www.dvgw-cert.com
info@dvgw-cert.com

(( DAKKS

Deutsche
Akkreditierungsstelle
D-ZE-16028-01-05

akkreditierte Stelle fir die Zertifizierung von Produkten der Energie- und

Wasserversorgung.



A-2/2 DV-7411A02008
Type Technical Data Remarks
Typ Technische Daten Bemerkungen

>B< - Loffittings
>B< - Loffittings
>B< - Loffittings
>B< - Loffittings
>B< - Loffittings
>B< - Lotfittings
>B< - Loftfittings
>B< - Loffittings

nominal diameter: 12 mm
nominal diameter: 15 mm
nominal diameter: 18 mm
nominal diameter: 22 mm
nominal diameter: 28 mm
nominal diameter: 35 mm
nominal diameter: 42 mm
nominal diameter: 54 mm




